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Handheld Ticketwriters 
Options, options, options. 

 
BOSS strives to provide you with the best handheld ticketwriting options, 
including handheld computers that run on Microsoft Windows Mobile and 
CE.NET. The BOSSCARS handheld ticketwriters provide the officers with the 
information they need in the field for permits, scofflaws, and provide a quick and 
easy way to write citations and warnings. 
 
The following selection of handheld hardware offers a variety of options. Whether your 
criteria is based on ruggedness, one-piece units with integrated printers, additional 
functionality, or price, we have options for everyone. 
 

Handheld Units with Integrated Printers 
 

 

 

Casio IT-3000 
·  Microsoft® Windows®CE .NET  
·  High speed built-in thermal printer  

Built-in high speed thermal printer capable of printing up 
to 28 lines per second. 
Uses a simple one-step paper-loading method, ensures 
that the paper is always loaded correctly even when 
performed in the field. 

·  Withstands drops up to 4 ft. onto concrete  
·  Rugged splash resistant design - the IP54 level sealing 

allows it to be used in dusty and wet environments 
·  Vivid clarity both indoors and outdoors  
·  Large attached backlit keyboard  
·  Operating temperature -4° to 122° F  
·  Bluetooth & IrDA standard  
·  The elastic rubber hand strap is secured on the back of the 

terminal and enables users to hold it comfortably, eliminating 
the need to grip too firmly. 

·  Optional C-MOS Imager (camera and barcode reader) 
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Radix FW900 
·  Microsoft® Windows®CE .NET  
·  Meets military specifications IP rating 67 

  - Totally submersible to 3 ft.  
  - Withstands drops up to 5 ft. onto concrete  
  - Operating temperature -22° to 140° F  

·  1/4 VGA color touchscreen  
·  128M SDRAM/128M flash memory  
·  1 PC Card Slot 
·  With Bluetooth  
·  Integrated printer  

 
 

Handheld Units with Separate Printers 
 

  

 

TDS Recon 200 
·  Microsoft® Windows Mobile™  
·  IP Rating 67 Meets military specifications for drop, 

vibration, and temperatures 
·  Operates in extreme temperatures from -22° to 

140°F 
·  Size: 6.5" x 3.75" x 1.75 
·  Weight: 17 ounces  
·  Sunlight readable color display  
·  Optional camera 

 

 

JETT•eye 
·  Microsoft® Windows® CE 5.0 
·  IP65 Rating 
·  Operates in extreme temperatures from -4° to 

122°F 
·  320x240 QVGA-TFT Color, sunlight readable 

display with Touch Screen   
·  512MB - 8GB + System Flash  
·  Bluetooth® / Wireless LAN (802.11b/g)  
·  • Rugged True-Camera-System- 5.17 MP 

color CMOS Sensor (4MP processed)  
·  Camera System scans bar codes and 

processes digital images with auto focus and 
illumination  
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Symbol MC70 
·  Windows Mobile  
·  Size: 6" x 3" x 1.5”  
·  Weight: 1.2 ounces  
·  XScale PXA270 @ 624 Mhz processor 
·  IP Rating 54 
·  Bluetooth 
·  Barcode reader and Image Capture 

 
 

 

Symbol MC50 
·  Windows Mobile  
·  Combines mobile computing, data 

capture and wireless networking for 
a totally integrated solution 

·  Weight: 6.5 ounces  
·  Transflective color TFT-LCD, 65K 

colors 
·  Advanced Data Capture  

 
 

Printers 
 

 

 

Zebra RW 420 Printer 
·  Size: 6.3" x 6.9"  
·  Weight: 1.9 pounds without paper  
·  IP Rating 54 
·  Withstands drops up to 6 ft. onto concrete 
·  Operating temperature -4° to 131° F  
·  Weather and temperature resistant 
·  Maximum print speed 3" per second  
·  Uses up to 4” ticket stock 
·  Rechargeable lithium ion battery  
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Zebra QL 320 Printer 
·  Size: 4.6" x 8 x 3.1"  
·  Weight: 1.65 pounds without paper  
·  Rubber infused plastic over-mold design 
·  Rugged, lightweight design 
·  Operating temperature 5° to 122° F  
·  Maximum print speed 4" per second  
·  Uses 3” ticket stock 
·  Rechargeable lithium ion battery  
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Cameo 3 Printer 
·  Size: 4.6" x 6.2"  
·  Weight: 1.4 pounds without paper  
·  Withstands drops up to 6 ft. onto concrete 
·  Operating temperature 5° to 122° F  
·  Maximum print speed 3" per second  
·  Rechargeable lithium ion battery  
·  Also available with Bluetooth 
·  (May be discontinued in the near future) 

 

�
 

A variety of Handheld Ticketwriting hardware accessories such as syncing cradles, cables, extra 
batteries, battery chargers, and protective cases are available. Please discuss with your sales rep to 

determine your specific needs prior to purchase. 
 
 
 
 
Understanding the IP Ratings (Ingress Protection) f or the BOSSCARS Handheld Ticketwriting 
Hardware 
 
A three-digit number established by the International Electrotechnical Commission, is used to provide an 
IP Rating to a piece of electronic equipment or to an enclosure for electronic equipment. The IP code 
indicates the level, or amount of the protection. The three digits represent three different forms of 
environmental influence:  The first digit represents protection against ingress of solid objects.  The second 
digit represents protection against ingress of liquids.  The third digit represents protection against 
mechanical impact damage.  (*The third digit is often omitted, resulting in a 2-digit IP Rating covering 
ingress against solid objects and liquids only).  The larger the value of each digit, the greater the 
protection from that influence. As an example, a product rated as IP573 would be better protected against 
environmental factors than another similar product that was only rated as IP432.  For the units sited in 
this document, IP54 means protected from dust; limited entrance (no harmful deposit), and protected 
against water sprayed from any direction. IP67 means totally protected against dust ingress, and 
protected against the effects of water immersion between 15cm and 1M. 
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